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INTERACTIVE TELEVISION PROGRAM GUIDE 
WITH ON-DEMAND DATA SUPPLEMENTATION 

This application claims the benefit of United 
States provisional application No. 60/088,887, filed 
5 June 11, 1998. 

Background of the Invention 

This invention relates to interactive 
television program guides, and more particularly, to 
interactive television program guides with on-demand 
10 data supplementation. 

Cable, satellite, and broadcast television 
systems provide viewers with a large number of 
television channels. Viewers have traditionally 
consulted printed television program schedules to 
15 determine the programs being broadcast at a particular 
time. More recently, interactive television program 
guides have been developed that allow television 
program information to be displayed on a viewer's 
television . 

20 Interactive program guides are typically 

implemented on set-top boxes. Such program guides 
allow users to view television program listings in 
different display formats. For example, a user may 
instruct the program guide to display a grid or table 
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of program listings organized in a channel-ordered or a 
time-ordered list. Users may also search and sort 
program listings by genre (e.g., movies, sports, etc.) 
or by title (i.e., alphabetically) . A user may obtain 
additional information for a program by placing a 
highlight region on a desired program listing and 
pressing an "info" button. The user may purchase a pay 
program from the program guide by placing the highlight 
region on a program listing and pressing an "OK" 
button. Some systems allow the user to select a 
program for recording by placing the highlight region 
on a program listing and pressing a "record" button. 

Program guide data such as program listings, 
pay-per-view program purchasing information, 
promotional information, etc. is provided to users' 
set-top boxes with a data distribution system. Program 
guide data is typically stored in a central program 
guide database. Program guide data from the central 
database is transmitted to the headend facilities of 
various cable systems. Each headend distributes the 
program guide data to the set-top boxes in its system. 

In current systems, program guide data is 
stored in local memory within the set-top box or is 
available continuously in a data stream that the set- 
top box may access by tuning to a specified data 
channel. However, storing the program guide data 
locally requires significant memory in the set-top box 
and can be very expensive. Searching for desired 
information from a continuous data stream introduces 
significant delay between when the viewer requests the 
information and when it is displayed. Due to the 
numerous television channels and weeks worth of 
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information available continuously on the data stream, 
a user may need to wait until the desired program 
information is available on the data stream to be 
viewed. 

Another type of program guide system that has 
been used is one in which the guide was able to request 
certain data, but which required a memory to store all 
required data. User actions were used to determine 
which data items were requested first, but all data 
items were eventually requested and stored. 

It is therefore an object of the present 
invention to provide an interactive television program 
guide system in which data that must be available 
quickly to the user is stored locally whereas data that 
is needed less urgently may be stored remotely and 
requested by the user on-demand. 

Summary of the Invention 

This and other objects of the invention are 
accomplished in accordance with the principles of the 
20 present invention by providing a system in which 

quickly needed program guide information is stored 
locally (i.e., in local memory) while supplemental 
information not readily needed but available on-demand 
is stored remotely (i.e., in remote memory). 
25 Program guide data is generally available in 

a data source of a main facility. The main facility 
provides data from the data source to multiple 
television distribution facilities via communications 
links. The data transmitted by the main facility to 
30 the television distribution facilities typically 

include at least television program listings data such 
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as program times, channels, titles, ratings, 
categories, and descriptions. 

Each television distribution facility 
distributes television program listings data to 
multiple users via communications paths. Each user has 
user television equipment for displaying the television 
program listings information. The communications paths 
preferably have sufficient bandwidth to allow the 
television distribution facility to distribute multiple 
channels of television programming to the user 
television equipment . 

The user television equipment that receives 
and processes the television program listings data from 
the television distribution facility may include a set- 
top box. The set-top box may process television 
program listings to generate an interactive television 
program guide grid on the user's display screen if 
desired. The user can interact with the television 
program guide by entering commands via a user input 
interface. An illustrative user input interface is an 
infrared remote control with cursor keys, a "guide" 
button and an "info" button. 

Information provided to the program guide 
from the television distribution facility may be stored 
either locally within the receiver or remotely where 
mass storage is available. Locally-stored data may 
include information such as program titles, ratings, 
brief descriptions, times and channels of each showing, 
program categories, and other frequently-requested 
information that the user needs quick access to. 
Supplemental information stored remotely may include, 
for example, detailed descriptions of programs, 
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biographies, video and audio clips, bitmap graphics, 
advertisements, trivia, world wide web Internet 
addresses, real-time information (e.g., sports scores), 
interactive applications, application extensions, and 
5 other information for which a slight delay following a 
request for a particular item of information by the 
user is acceptable. 

The program guide may display locally-stored 
information either continuously as the user is browsing 

10 the guide or as soon as the user requests it. The 

program guide may request supplemental information that 
is stored remotely when the user requests it or as soon 
as it is clear the user may want to view it. For 
example, supplemental information may be requested by 

15 the program guide when the user tunes to a channel 

showing a particular program, when the user brings up 
locally-stored information about a particular program, 
or when any program listings screen or grid including a 
particular program or certain programs is displayed. 

2 0 Accordingly, the program guide may anticipate which 

information the user will need and may store it locally 
in advance of the user actually requesting it. 

For example, if the user is browsing in the 
program guide and wishes to view information about a 

25 program scheduled to be aired, the user may browse the 
program guide until a program listing for the desired 
program is displayed on a suitable program guide 
display screen. The program listing may include 
information such as a program title, rating, actors, 

30 and a brief description. This information, typically 
stored locally, is available quickly and provides the 
user with instant feedback. There is little or no 
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latency associated with the user's requests to view 
certain program listings, which allows the user to 
freely browse through various program guide display 
screens containing such program listings without 
5 incurring any delays or interruptions. 

If the user wishes to view additional 
information about a given program, the user may 
position a highlight region on a program listing for 
that program using the remote control and may press the 

10 "info" button on the remote control. Once the user 

makes such a selection, another screen may be displayed 
by the program guide that contains further information 
about the program. This information may also be stored 
locally. Such information may include times and 

15 channels of each showing of the program during the week 
as well as other similar program categories. 

However, if the user wishes to view still 
more information about the program, the user may opt to 
view a further information screen that provides 

20 additional detailed and descriptive information related 
to the program such as detailed description, 
biographies, video and/or audio clips, etc. This 
information, available on-demand, is typically stored 
remotely (e.g., at the television distribution facility 

25 or a network node) where mass storage exists. 

Remote storage may be based on slower, less- 
expensive memory and involves transmission delays to 
the user. The user may therefore experience slight 
delays in viewing remotely-stored information. 

30 However, delays may be reduced by anticipating when the 
user will request certain supplemental information. 
For example, whenever the user tunes to a program on a 
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particular channel, places a highlight region on a 
desired program listing on a program guide display 
screen, requests additional information for a program, 
or otherwise indicates an interest in a program, 
5 channel category of programs, etc., the program guide 
may request supplemental data in anticipation of the 
user's desire to access such data. 

The length of any delay associated with 
accessing the supplemental information may depend on 

10 whether the user requests such information before the 
program guide has an opportunity to anticipate the 
user's desire to access the information and to request 
that the supplemental information be transferred to 
local memory. For example, if the user submits a 

15 request as soon as certain locally-stored information 
is displayed, the delay may be somewhat longer than if 
the user browses the locally-stored information for a 
while before submitting a request. 

In addition to detailed information about a 

2 0 currently selected program, supplemental information 
may also include information on other programs in the 
same time frame as a program or program listing, 
information on programming related to the current 
channel to which the user is tuned, other programs in 

25 the same category or having the same actors as a 
particular program or program listing, etc. 

If the supplemental data includes a world- 
wide-web Internet address, it may be added as a link to 
a program guide information screen. This may provide a 

30 direct link to an embedded web browser. If the link is 
selected by the user, the browser may be launched and 
the desired web page retrieved and displayed on the 



- 8 - 

user television equipment. If the supplemental data 
includes an interactive application or an application 
extension, an appropriate option for invoking the 
application or application extension may be added to 
5 the information screen. Alternatively, the application 
or extension may be launched automatically (e.g., by 
the program guide) . The application may be related to 
the current program or a selected program listing and 
may, for example, include shopping, contests, polling, 

10 games, on-going displays of supplemental data (such as 
sport scores or stock tickers), etc. If the 
supplemental data includes real-time information, that 
information may be added to the information screen or 
it may be overlaid on the video of a television program 

15 on an on-going basis, for as long as the user 
television equipment is tuned to that program. 

Further features of the invention, its nature 
and various advantages will be more apparent from the 
accompanying drawings and the following detailed 

2 0 description . 

Brief Description of the Drawings 

FIG. 1 is a schematic block diagram of an 
illustrative system in accordance with the present 
invention. 

25 FIG. 2 is a schematic block diagram of 

illustrative user television equipment in accordance 
with the present invention. 

FIG. 3 is a generalized schematic block 
diagram of portions of the illustrative television 

30 equipment of FIG. 2. 



FIGS. 4 and 5 are illustrative program guide 
display screens in accordance with the present 
invention. 

FIG. 6 is a schematic block diagram of 
illustrative user television equipment in accordance 
with the present invention in which details of the data 
supplementation circuitry are shown. 

FIG. 7 is an illustrative program information 
display screen in accordance with the present 
invention . 

FIGS. 8 and 9 are illustrative detailed 
information display screens in accordance with the 
present invention. 

FIG. 10 is a flow chart of illustrative steps 
involved in using the system of FIG. 1 in accordance 
with the present invention. 

FIG. 11 is an illustrative program 
information display screen in accordance with the 
present invention . 

FIGS. 12 and 13 are illustrative detailed 
information display screens in accordance with the 
present invention . 

FIG. 14 is an illustrative program 
information display screen in accordance with the 
present invention. 

Detailed Description of the Preferred Embodiments 

An illustrative system 10 in accordance with 
the present invention is shown in FIG. 1. Main 
facility 12 provides data from data source 14 to 
television distribution facility 16 via communications 
link 18. Link 18 may be a satellite link, a telephone 



network link, a cable or fiber optic link, a microwave 
link, a combination of such links, or any other 
suitable communications path. If it is desired to 
transmit video signals over link 18 in addition to data 
signals, a relatively high bandwidth link such as a 
satellite link may generally be preferable to a 
relatively low bandwidth link such as a telephone line. 
Television distribution facility 16 may be, for 
example, a cable system headend, a broadcast 
distribution facility, or a satellite television 
distribution facility. 

The data transmitted by main facility 12 to 
television distribution facility 16 includes television 
program listings data (e.g., program times, channels, 
ratings, program categories, titles, and descriptions) . 
Television program listings data received from main 
facility 12 may be quickly needed data stored locally 
(i.e., in local memory 21) or more detailed 
supplemental data stored remotely (i.e., in remote 
memory 17) . Remote memory 17 may be any suitable 
memory device or devices and may be located at, for 
example, television distribution facility 16 (as shown 
in FIG. 1), a network node (e.g., in the system 
serviced by television distribution facility 16) or any 
other suitable location remote from user television 
equipment 22. 

Television distribution facility 16 
distributes the television program listings data to 
multiple users via communications paths 20. Each user 
has user television equipment 22 for displaying the 
television program listings information with an 
interactive television program guide implemented on 



user television equipment 22. Communications paths 20 
preferably have sufficient bandwidth to allow 
television distribution facility 16 to distribute 
television programming to user television equipment. 
If desired, television programming may be provided over 
separate communications paths (not shown) . 

An illustrative arrangement for user 
television equipment 22 is shown in FIG. 2. User 
television equipment 24 of FIG. 2 receives and 
transmits video and data to and from television 
distribution facility 16 via remote memory source 17 at 
input/output 26. During normal television viewing, the 
user tunes set-top box 28 to a desired television 
channel. The signal for that television channel is 
then provided at video output 30 as, for example, a 
radio-frequency (RF) signal on a predefined channel 
(e.g., channel 3 or 4), a demodulated video signal, or 
as a digital signal. The video signal at output 30 may 
be received by videocassette recorder 32 (or another 
suitable recording device) , so that the user may record 
programs. Program recording and other features may be 
controlled by set-top box 28 using control path 34. A 
typical control path 34 involves the use of an infrared 
transmitter coupled to the infrared receiver in 
videocassette recorder 32 that normally accepts 
commands from a remote control such as remote control 
40. Remote control 40 may be used to control set-top 
box 28, videocassette recorder 32, and television 36. 

Television 36 receives the appropriate video 
signals from videocassette recorder 32 via 
communications path 38. The video signals on 
communications path 38 may either be generated by 



videocassette recorder 32 when playing back a 
prerecorded videocassette or may be passed through 
videocassette recorder 32 from set-top box 28. During 
normal television viewing, the video signals provided 
to television 36 correspond to the desired channel to 
which the user has tuned with set-top box 28. When the 
user wishes to view interactive television program 
guide information, the user may press a "guide" button 
on remote control 40. When set-top box 28 receives 
commands from remote control 4 0 that inform set-top box 
28 that the guide button has been pressed, the 
interactive television program guide is invoked and 
processing circuitry within set-top box 28 displays 
various program guide display screens on television 36. 

A more generalized embodiment of the user 
television equipment of 24 FIG. 2 is shown in FIG. 3. 
As shown in FIG. 3, video and data signals from 
television distribution facility 16 (FIG. 1) are 
received by control circuitry 42 of user television 
equipment 44. Video signals are typically provided on 
multiple television channels. Data may be provided, 
for example, by transmission on a television channel 
sideband in the vertical blanking interval of a 
television channel, an out-band or in-band digital 
distribution of data, or by any other suitable data 
transmission technique. 

The user controls the operation of user 
television equipment 44 with user input interface 46. 
User input interface 4 6 may be a pointing device, 
wireless remote control, keyboard, touch pad, voice 
recognition system, or any other suitable user input 
device. To watch television, the user instructs 



control circuitry 42 to display a desired television 
channel on monitor 48. To view program guide 
information, the user instructs control circuitry 42 to 
display a program guide display screen on monitor 48. 

The functions of control circuitry 42 may be 
provided using the set-top box arrangement of FIG . 2. 
Alternatively, these functions may be integrated into a 
television, videocassette recorder, or computer 
arrangement. If desired, a combination of such 
hardware arrangements may be used. 

When a user indicates a desire to view 
television program guide information (e.g., by entering 
a command with user input interface 46), the program 
guide directs control circuitry 42 to generate a video 
image of a program guide display screen. The 
information for the program guide display screen may be 
contained in the data provided to the program guide 
from data source 14 ( FIG . 1) in main facility 12 (FIG. 
1) . This data typically contains several days worth of 
programming information for the program guide. An 
illustrative program listings grid 50 that may be 
displayed by the program guide is shown in FIG. 4. 
Program listings grid 50 has program listings rows 52, 
54, 56, and 58. Program listings row 52 contains 
program listings for programs 1 and 2 on channel 2 
(KJRH) during the time slots 6:30 PM, 7:00 PM, and 7:30 
PM. Program listings row 54 contains program listings 
for programs 1 and 2 on channel 3 (HBO), etc. 

Program listings grid 50 (like other program 
guide screens displayed by the program guide) may have 
a highlight region 66. Highlight region 66 may be used 
to highlight the current grid cell. The range of 



movement of highlight region 66 is typically bounded by 
column 68 on the left, by program listings time cells 
70 on the top, by screen boundary 72 on the right, and 
by lower screen boundary 74 on the bottom. Time cell 
7 6 may be used to display the current time and date 
cell 77 may be used to display the current date. 

The user may position highlight region 66 by 
entering appropriate commands with user input interface 
46. For example, if user input interface 46 is a 
remote control such as remote control 40 of FIG. 2, the 
user can position highlight region 66 using cursors. 
As shown in FIG. 5, if the user repeatedly moves 
highlight region 66 until it reaches lower screen 
boundary 74, further attempts at downward movement 
cause the program listings to scroll in the vertical 
direction. In the illustrative example of FIG. 5, 
program listings rows 54, 56, and 58 have been moved up 
one position in the grid. A new program listings row 
55 is displayed at the bottom of grid 50. Vertical 
movement of highlight region 66 in the upward direction 
may be used to scroll the program listings in the 
opposite direction. 

Similarly, when highlight region 66 is panned 
in the horizontal direction (i.e., moved to the right 
or left), the listings move accordingly (i.e., to the 
left or right respectively) . Program listings grid 50 
is but one illustrative program guide screen that may 
be displayed by the program guide on user television 
equipment 22. Other program guide screens that the 
program guide may provide include menu screens, lists 
or tables of program listings, screens in which 
products are advertised, screens in which the current 



television channel is overlayed with a browse or flip 
banner containing a program listing, etc. Any of these 
program screens and any suitable program guide features 
may be provided by the program guide. 

In a program guide display screen such as 
program listings grid 50, each program grid cell may 
contain a limited amount of descriptive information 
about a program, such as the program title, program 
rating, and a brief description. If the user wishes to 
view more information about a program, the user may 
position highlight region 66 on the appropriate program 
listing. Once the user positions highlight region 66 
on a particular program listing, the user may elect to 
view additional information related to the program by 
pressing an "info" button on remote control 40. If the 
"info" button on remote control 40 is pressed, the user 
may be presented with a program information screen such 
as program information screen 70 of FIG . 7. 

Program information screen 70 presents the 
user with additional information about the program 
selected in program grid 50. For example, if the user 
selects the entry "SEINFELD" (57) in program grid 50 of 
FIG. 4, program information screen 70 will reflect that 
selection and display more information about the 
program as shown in FIG. 7. Program information screen 
70 typically contains the program title (e.g., 
"SEINFELD"), the running time of the program (e.g., 
"0:30"), a brief description of the program (e.g., 
"Jerry decides that..."), a description of the program 
category or genre (e.g., "COMEDY"), critics 1 rating 
(e.g., »***»), TV or movie rating (e.g., PG, R, NC-17, 
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TV-Y, etc.), and alternate broadcast times and channels 
(e.g., This program also airs...)* 

The information contained in program grid 50 
of FIG . 5 and program information screen 70 of FIG . 7 
5 will often contain all the information that the user 
desires. However, if the user desires to view more 
detailed information relating to the selected program, 
the user may move highlight region 238 of FIG. 7 onto 
"more info" option 239, which directs the program guide 

10 to display more information, such as in the form of 
detailed information screen 90 of FIG. 8. Detailed 
information screen 90 allows the user to view more 
detailed information on the selected program. Detailed 
information screen 90 may contain a more detailed 

15 description of the selected program (e.g., "In this 
episode..."), as well as user-selectable options that 
the user may select to obtain still further information 
on the selected program. Typical user-selectable 
options contained in detailed information screen 90 may 

20 include options to view biographies, options to request 
video and audio clips, options to view trivia, options 
to launch an embedded web browser and view certain 
Internet addresses, etc. Other data may also be 
displayed automatically without the user actually 

25 requesting it when the user enters detailed information 
screen 90. Detailed information screen 90 may also 
contain a variety of advertisements such as 
advertisement 120. Options may also be presented on 
screen 90 or in other suitable locations in the program 

30 guide that allow the user to invoke an application or 
application extension (other than the illustrative web 
browser application mentioned previously) . The 
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application or application extension may also be 
invoked automatically as the user enters that location. 

Information for the program guide may be 
stored locally and therefore be available instantly, or 
5 may be stored remotely and be available on-demand. 
Illustrative details of a system based on user 
television equipment containing a set-top box that is 
suitable for implementing the on-demand data 
supplementation features of the invention are shown in 
10 FIG. 6. 

User television equipment 80 of FIG. 6 
includes set-top box 81, television monitor 75, and 
remote control 97. FIG. 6 also shows remote memory 78 
and television distribution facility 16. 

15 Video for television programs and associated 

program listings data is received from television 
distribution facility 16 at input/output line 82. 
Input/output line 82 may also be used to receive other 
types of data for use by the program guide. If 

20 desired, some data may be received on one input line 
(e.g., a cable from a cable system headend) whereas 
other data may be received on another input line (e.g., 
a telephone line connected to the Internet) . Any 
suitable combination of such connections may also be 

25 used to receive data and (when appropriate) to transmit 
requests for supplemental data from the user. For 
example, a user request for supplemental data may be 
sent to remote memory 78 via input/output line 82 while 
input/output line 82 may also be used to receive the 

30 requested supplemental data. The request may, if 

desired, be sent to remote memory 78 via another line. 
Tuner/decoder circuitry 84 of set-top box 81 provides, 
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for example, a demodulated video signal for a 
television channel to which the viewer is tuned to 
control circuitry 92 via line 90. Control circuitry 92 
also receives data (containing, in general, text, 
5 graphics, and video) for other television programs 

(i.e., programs the user is not tuned to) and data for 
the program guide that is related to non-television 
program guide features from television distribution 
facility 16 (FIG. 1) via line 85. Certain program 

10 guide data, such as program: listings data is stored in 
local memory 88 by control circuitry 92 via line 93. 
Other data which is needed less frequently and not as 
urgently as the locally-stored data, is stored remotely 
in remote memory 78. Remote memory 78 may be any 

15 suitable memory device or devices and may be located 

at, for example, television distribution facility 16, a 
network node (e.g., in the system serviced by 
television distribution facility 16) or any other 
suitable location remote from set-top box 81. Data may 

20 be provided to remote memory 78 from main facility 12 
or any other suitable data source. 

Information stored in local memory 88 is 
usually needed quickly by the program guide or user. 
For example, information stored in local memory 88 

25 (which is typically a random access memory) may include 
the program title, the program rating, a brief 
description of the program, the times and channels of 
each showing of the program, as well as other related 
program categories. This information is typically 

30 displayed by the program guide on a program guide 
display screen such as program grid 50 of FIG. 4 or 
program information screen 70 of FIG. 7. Locally- 
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stored information provides the user with instant 
feedback because there is no delay associated with 
accessing memory 88 with the program guide. 

When locally stored information is requested 
5 by the user, the program guide directs control 

circuitry 92 to receive the information from local 
memory 88 via line 93. The program guide then directs 
control circuitry 92 to display the information on 
monitor 75 via line 94. 

10 Information stored in remote memory 78 is 

typically more detailed supplemental information. Such 
supplemental information may be, for example, 
information relating to a highlighted program listing 
or a program to which the user has tuned. This 

15 information, although available on-demand, is not sent 
to set-top box 81 until it is clear the user wants or 
may soon want it. Supplemental information initially 
stored in remote memory 7 8 may include, for example, 
detailed descriptions, biographies, video and audio 

20 clips, bitmap graphics, advertisements, trivia, world- 
wide-web Internet addresses, real-time information 
(such as sports scores, weather information, stock 
prices, news information, etc.), interactive 
applications (such as games, home shopping, banking, 

25 web browsing, etc.), and application extensions (i.e., 
parts of applications that extend the functionality of 
already loaded applications) . Supplemental information 
on programming may be displayed using program guide 
display screens such as detailed information screen 90 

30 of FIG. 8. 

When supplemental information is requested or 
it is anticipated that supplemental information will be 
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requested by the user, the program guide sends a 
request for the information to remote memory 78. The 
program guide then receives the information from remote 
memory 78. The user request for supplemental data may, 
5 for example, be sent to remote memory 7 8 via 

input/output line 82 while input/output line 82 may 
also be used to receive the requested supplemental 
data. The request may, if desired, be sent to remote 
memory 78 via any other suitable line such as a cable 

10 line or telephone line. If the user has actually 

requested the information (e.g., the user has selected 
the "more info" option 239 of program information 
screen 70) , the program guide will display the 
supplemental information on monitor 75. If the user 

15 has not made an actual request for the supplemental 

information but it is anticipated that the supplemental 
information may soon be needed, the program guide may 
store the supplemental information in local memory 88. 
If the user then makes an actual request, the program 

20 guide may display the supplemental information stored 
in local memory 88 on monitor 75. Moreover, the 
program guide may also display supplemental data 
automatically although not specifically requested by 
the user. The program guide may display this data 

25 immediately (e.g., as the user enters detailed 

information screen 90 of FIG. 8) or as soon as it is 
available. However, if the user does not make an 
actual request or it is no longer anticipated that the 
information may soon be needed, the information stored 

30 in local memory 88 may be discarded or maintained until 
overwritten. 
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As the user browses through program listings 
such as the program listings of program listings grid 
50 of FIG. 4, the program guide monitors the browsing 
habits of the user. Program listings guide 50 may 
5 request supplemental data whenever the user actually 
makes a request or whenever it is anticipated that the 
user will make the request. For example, as the user 
browses through program listings grid 50 of FIG. 4, the 
program guide may monitor which programs in program 

10 listings grid 50 are being displayed on monitor 75. 
The program guide may then retrieve supplemental 
information that provides more detailed information for 
those programs from remote memory 7 8 and may store the 
supplemental information relating to those programs in 

15 local memory 88. The program guide therefore 

anticipates that the user will want to view this 
detailed information and attempts to minimize the delay 
associated with displaying the information should the 
user actually request the information. 

2 0 In addition, a request by the program guide 

for supplemental information may be accelerated if the 
user tunes to a channel showing a particular program or 
if the user retrieves locally-stored information about 
a particular program such as the information displayed 

25 in program information screen 70 of FIG. 7. As the 

user browses program information screen 70, the program 
guide is simultaneously retrieving supplemental 
information about that program and storing this 
supplemental information in local memory 88. As a 

30 result, if the user decides to select the "more info" 

option 239 of FIG. 1, supplemental information relating 
to the selected program shown in FIG. 8 is displayed 
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more rapidly (i.e., with less of a perceived delay to 
the user) . However, the less time the user browses 
program information screen 70 of FIG. 7 or is actually 
tuned to a channel showing a particular program, the 
5 more delay the user will experience in requesting and 
being provided detailed information on that program, 
because the program guide will have less time to 
retrieve the information from remote memory 78. The 
program guide may also display supplemental information 

10 as soon as it is available without the user actually 
requesting the information. 

Detailed information screen 90 of FIG. 8 
contains user-selectable options the user may select to 
view additional supplemental information about a 

15 particular program. For example, a selectable option 
may include a world wide web Internet address such as 
option 107 in FIG. 8. If the user selects option 107 
of FIG. 8, the user may be presented with links screen 
140 of FIG. 9. Links screen 140 may contain options 

20 that provide the user with links to program character 
web pages (145), with an opportunity to search for 
other related web pages (147), or with an opportunity 
to enter a new search (144) or specific world wide web 
address (148). Links screen 140 may also provide 

25 options related to advertisements (149) related to the 
program or other programs on that channel. 

If the supplemental data includes an 
interactive application or application extension, 
access to application features may be added as an 

30 option to an information screen such as options 111 and 
113, respectively, of information screen 90 of FIG. 8, 
or (when appropriate) an application extension may be 
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launched automatically by the program guide. For 
example, as shown in FIG. 8, information screen 90 may 
contain user-selectable video/audio clip option 108. 
If the user selects option 108, the user may view a 
5 video clip of the selected program listing. If, 
however, this application extension is launched 
automatically by the program guide, the user may, for 
example as shown in FIG. 11, view the video clip as 
soon as the user is presented with information screen 

10 90. The application may be launched (and overlaid) 

with any information screen or other suitable program 
guide display screen in the program guide or launched 
on a separate display screen. 

Applications (and extensions) may, for 

15 example, be related to a selected program listing or 

the current program to which the user is tuned and may, 
for example, include shopping, banking, contests, 
polling, games, on-going displays of supplemental data 
(such as sports scores or stock tickers), etc. If the 

2 0 displayed supplemental data includes real-time 

information, that information may be added to any 
information screen or other suitable program guide 
display screen in the program guide or may be overlaid 
on the video by the program guide on an on-going basis. 

25 For example, if the user selects a sports 

event listing from program listings grid 50 of FIG. 4 
and desires to view detailed information relating to 
the sports event, the user may be presented with a 
detailed information screen such as detailed 

30 information screen 170 of FIG. 12. Similar to detailed 
information screen 90 of FIG. 8, detailed information 
screen 170 contains user-selectable options the user 
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may select to view additional supplemental information 
about the selected program. Detailed information 
screen 170 may also contain a real-time data option 
such as sports scores option 174. If the user selects 
5 sports scores option 174, the user may be presented 
with option screen 180 of FIG. 13. Option screen 180 
may allow the user to select the type of information to 
be viewed. Option screen 180 may also allow the user 
to specify how and where the information is to be 

10 displayed. For example, if the user selects option 181 
of options screen 180, the sports scores information 
may be overlaid on the program video by the program 
guide on an on-going basis as shown in FIG. 14. Option 
screen 180 may also allow the user to add the real-time 

15 information on any information screen or other suitable 
display screen in the program guide. 

FIG. 10 shows illustrative steps involved in 
using the system of the present invention. At step 
150, data to be used by the program guide is provided 

20 to remote memory and to local memory. The remote 

memory may be remote memory such as remote memory 7 8 of 
FIG. 6 that may be located at television distribution 
facility 16 of FIG. 1, at a network node in the area 
served by television distribution facility 16, or at 

25 some other suitable location remote from user 

television equipment 22 but accessible by the program 
guide at user television equipment 22. The local 
memory may be local memory such as local memory 8 8 of 
FIG. 6 or any other suitable memory contained within or 

30 otherwise local to user television equipment 22. Data 
that is provided to local memory may be provided to the 
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local memory of user television equipment 22 located 
over a broad geographic area (e.g., the nation). 

Data may be provided to the local memory at 
step 150 using any suitable technique. For example, 
5 data such as television program listings information 

(for which the user may desire immediate access) may be 
transmitted to multiple television distribution 
facilities 16 in parallel (either continuously or 
periodically) via communications paths such as 

10 communications path 18 of FIG . 1. Each television 
distribution facility 16 may distribute this data to 
the program guides on the user television equipment 22 
associated with that television distribution facility 
16 over communications paths 20. In each piece of user 

15 television equipment 22, the program guide may store 

the data in the local memory associated with that piece 
of user television equipment 22. 

Data may also be provided to remote memory 
from main facility 12 at step 150. For example, 

20 detailed program descriptions may be stored in data 
source 14. Such detailed program descriptions may be 
provided to multiple television distribution facilities 
16 in parallel at the same time that data such as 
program listings data that is to be stored in local 

25 memory is provided to facilities 16 (i.e., the detailed 
program descriptions may be provided to facilities 16 
in the same data stream that program titles, ratings, 
channels, etc. are provided) . The detailed program 
descriptions may be stored in remote memory located at 

30 these television distribution facilities or located at 
network nodes within the area serviced by these 
facilities. Other data that is to be stored in remote 
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memory may be provided to the remote memory using 
different data paths. For example, real-time data such 
as sports scores, stock prices, weather information, 
news information, etc. may be provided by one or more 
5 real-time data sources (either directly or via main 
facility 12 or another facility or facilities separate 
from television distribution facility 16) . Data such 
as video clips and audio clips may be provided to the 
remote memory by studios or broadcasters. Data 

10 relating to advertisements may be provided to the 

remote memory by advertising houses. Data relating to 
applications or application extensions may be provided 
by special facilities for the applications or 
extensions in question. For example, data relating to 

15 a game application may be provided to the remote memory 
by the provider of the game application. Data relating 
to a home shopping application may be provided to the 
remote memory by a home shopping service provider. 
Data relating to a home banking application may be 

2 0 provided to the remote memory by a banking services 
provider. These examples are merely illustrative. 
Supplemental data to be stored in the remote memory may 
be provided to the remote memory by any suitable 
technique . 

25 At step 152, the program guide is in 

operation by the user. The program guide uses the 
locally-stored data to perform various program guide 
functions. For example, if program titles are stored 
locally, the program guide may display various program 

30 guide display screens on user television equipment 22 
that contain the program titles. Because this 
information is available locally, there is no delay 
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associated with displaying this information for the 
user. As indicated by line 154, the program guide may 
retrieve supplemental data stored in remote memory when 
the user requests additional information of the type 
5 stored in remote memory or when the user selects an 
option or invokes a program guide feature that directs 
the program guide to access an application or 
application extension. As indicated by line 156, the 
program guide may also retrieve supplemental data when 

10 the program guide anticipates that the user will need 
the data (e.g., to fulfill an anticipated request by 
the user to view additional information on a program to 
which the user is currently tuned or on a program 
mentioned in a particular program listing) . At step 

15 158, the program guide retrieves the supplemental data 
stored in the remote memory. The program guide may use 
the retrieved supplemental data immediately or later, 
when needed. The program guide may store the retrieved 
supplemental data in local memory, so that the data 

20 will be readily available when needed by the program 
guide . 

The foregoing is merely illustrative of the 
principles of this invention and various modifications 
can be made by those skilled in the art without 
25 departing from the scope and spirit of the invention. 
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What is Claimed is : 

1. An interactive television program guide 
system in which an interactive television program guide 
is implemented on user television equipment of a 
plurality of users, comprising: 

local memory at the user television 
equipment of each user that is configured to store 
program guide data for use by the interactive 
television program guide; and 

remote memory at a location remote from 
the user television equipment that is configured to 
store supplemental data for access by the interactive 
television program guide on-demand by the user, wherein 
when the user accesses the supplemental data in the 
remote memory at least some of the supplemental data 
remains stored in the remote memory and is not 
transferred to the local memory. 

2. The interactive television program guide 
system defined in claim 1 further comprising a 
television distribution facility configured to 
distribute television programming to the user 
television equipment of the plurality of users, wherein 
the remote memory is located in the television 
distribution facility. 

3. The interactive television program guide 
system defined in claim 1 further comprising: 

a television distribution facility 
configured to distribute television programming to the 
user television equipment of the plurality of users, 



- 29 - 

wherein the remote memory is located at the television 
distribution facility; and 

a main facility configured to provide 
the supplemental data to the remote memory and 
configured to provide the program guide data to the 
television distribution facility for redistribution to 
the local memory. 

4. The interactive television program guide 
system defined in claim 1 wherein the program guide 
data includes television program listings and wherein 
the supplemental data includes detailed program 
descriptions for at least some of the television 
program listings, the system further comprising a 
television distribution facility in which the remote 
memory is located. 

5. The interactive television program guide 
system defined in claim 1 wherein the program guide 
data stored in the local memory can be accessed more 
rapidly with the interactive television program guide 
than the supplemental data stored in the remote memory. 

6. The interactive television program guide 
system defined in claim 1 wherein the program guide 
data includes television program listings and wherein 
the supplemental data includes detailed program 
descriptions for at least some of the television 
program listings, the system further comprising a 
television distribution facility in which the remote 
memory is located, wherein the television program 
listings can be accessed more rapidly with the 
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interactive television program guide than the detailed 
program descriptions . 

7. The interactive television program guide 
system defined in claim 1 wherein: 

the user takes actions with the 
interactive television program guide that are 
indicative of a potential upcoming need for a given 
portion of the supplemental data; and 

the system is configured to 
automatically supply the given portion of the 
supplemental data to the interactive television program 
guide in advance of the upcoming need based on the 
actions of the user. 

8. The interactive television program guide 
system defined in claim 1 wherein: 

the user takes actions with the 
interactive television program guide that are 
indicative of a potential upcoming need for a given 
portion of the supplemental data; and 

the system is configured to 
automatically supply the given portion of the 
supplemental data to the interactive television program 
guide in advance of the upcoming need based on the 
actions of the user, wherein the actions of the user 
involve viewing certain program listings. 

9. The interactive television program guide 
system defined in claim 1 wherein: 

the user takes actions with the user 
television equipment that are indicative of a potential 
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upcoming need for a given portion of the supplemental 
data; and 

the system is configured to 
automatically supply the given portion of the 
supplemental data to the interactive television program 
guide in advance of the upcoming need based on the 
actions of the user. 

10. The interactive television program guide 
system defined in claim 1 wherein: 

the user takes actions with the user 
television equipment that are indicative of a potential 
upcoming need for a given portion of the supplemental 
data; and 

the system is configured to 
automatically supply the given portion of the 
supplemental data to the interactive television program 
guide in advance of the upcoming need based on the 
actions of the user, wherein the actions of the user 
involve tuning to certain television programs. 

11. The interactive television program guide 
system defined in claim 1 wherein the supplemental data 
includes an application or application extension. 

12. The interactive television program guide 
system defined in claim 11 wherein the application or 
application extension is a user-selectable option. 

13. The interactive television program guide 
system defined in claim 11 wherein the application or 
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application extension is launched automatically by the 
program guide. 

14. The interactive television program guide 
system defined in claim 1 wherein the supplemental data 
includes real-time information. 

15. The interactive television program guide 
system defined in claim 14 wherein the real-time 
information is overlaid on the television program by 
the program guide on an on-going basis. 

16. The interactive television program guide 
system defined in claim 1 wherein the supplemental data 
includes an Internet address. 

17. The interactive television program guide 
system defined in claim 1 wherein the supplemental data 
includes an Internet address and wherein the 
interactive television program guide displays an 
information screen in which the Internet address is 
included as a link. 

18. The interactive television program guide 
system defined in claim 1 wherein the supplemental data 
includes real-time data and wherein the interactive 
television program guide displays an information screen 
in which the real-time data is displayed. 

19. The interactive television program guide 
system defined in claim 1 wherein the supplemental data 
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is displayed automatically by the program guide as soon 
as it is available. 

20. The interactive television program guide 
system defined in claim 1 wherein the supplemental data 
includes biographies . 

21. The interactive television program guide 
system defined in claim 1 wherein the supplemental data 
includes video clips. 

22. The interactive television program guide 
system defined in claim 1 wherein the supplemental data 
includes audio clips. 

23. The interactive television program guide 
system defined in claim 1 wherein the supplemental data 
includes bitmap graphics. 

24. The interactive television program guide 
system defined in claim 1 wherein the supplemental data 
includes trivia information. 

25. The interactive television program guide 
system defined in claim 1 wherein the supplemental data 
includes advertisements . 

26. A method for using an interactive 
television program guide system in which an interactive 
television program guide is implemented on user 
television equipment of a plurality of users, the user 
television equipment containing local memory configured 



- 34 - 

to store program guide data for use by the interactive 
television program guide and the system having remote 
memory at a location remote from the local memory, the 
remote memory being configured to store supplemental 
data for access by the interactive television program 
guide, comprising: 

accessing the program guide data stored 
in the local memory with the interactive television 
program guide; and 

accessing the supplemental data stored 
in the remote memory with the interactive television 
program guide on-demand by the user, wherein when the 
supplemental data in the remote memory is accessed at 
least some of the supplemental data remains stored in 
the remote memory and is not transferred to the local 
memory. 

27. The method defined in claim 26 wherein 
the interactive television program guide system 
comprises a television distribution facility, the 
method further comprising: 

distributing television programming 
using the television distribution facility to the user 
television equipment of the plurality of users, wherein 
the remote memory is located in the television 
distribution facility . 

28. The method defined in claim 26 further 
comprising : 

distributing television programming 
using the television distribution facility to the user 
television equipment of the plurality of users, wherein 
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the remote memory is located in the television 
distribution facility; and 

providing, using a main facility, the 
supplemental data to the remote memory and the program 
guide data to the television distribution facility for 
redistribution to the local memory. 

29. The method defined in claim 26 wherein 
the program guide data includes television program 
listings and wherein the supplemental data includes 
detailed program descriptions for at least some of the 
television program listings. 

30. The method defined in claim 26 wherein 
the program guide data stored in the local memory can 
be accessed more rapidly with the interactive 
television program guide than the supplemental data 
stored in the remote memory. 

31. The method defined in claim 26 wherein 
the program guide data includes television program 
listings and wherein the supplemental data includes 
detailed program descriptions for at least some of the 
television program listings, the method further 
comprising : 

accessing the television program 
listings more rapidly with the interactive television 
program guide than the detailed program descriptions. 

32. The method defined in claim 26 wherein 
the user takes actions with the interactive television 
program guide that are indicative of a potential 
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upcoming need for a given portion of the supplemental 
data, the method further comprising: 

configuring the system to automatically 
supply the given portion of the supplemental data to 
the interactive television program guide in advance of 
the upcoming need based on the actions of the user. 

33. The method defined in claim 26 wherein 
the user takes actions with the interactive television 
program guide that are indicative of a potential 
upcoming need for a given portion of the supplemental 
data, the method further comprising: 

configuring the system to automatically 
supply the given portion of the supplemental data to 
the interactive television program guide in advance of 
the upcoming need based on the actions of the user, 
wherein the actions of the user involve viewing certain 
program listings. 

34. The method defined in claim 26 wherein 
the user takes actions with the user television 
equipment that are indicative of a potential upcoming 
need for a given portion of the supplemental data, the 
method further comprising: 

configuring the system to automatically 
supply the given portion of the supplemental data to 
the interactive television program guide in advance of 
the upcoming need based on the actions of the user. 

35. The method defined in claim 2 6 wherein 
the user takes actions with the user television 
equipment that are indicative of a potential upcoming 
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need for a given portion of the supplemental data, the 
method further comprising: 

configuring the system to automatically 
supply the given portion of the supplemental data to 
the interactive television program guide in advance of 
the upcoming need based on the actions of the user, 
wherein the actions of the user involve tuning to 
certain television programs. 

36. The method defined in claim 26 wherein 
the supplemental data includes an application or 
application extension. 

37. The method defined in claim 36 wherein 
the application or application extension is a user- 
selectable option . 

38. The method defined in claim 36 wherein 
the application or application extension is launched 
automatically by the program guide. 

39. The method defined in claim 2 6 wherein 
the supplemental data includes real-time information. 

40. The method defined in claim 39 wherein 
the real-time information is overlaid on the television 
program by the program guide on an on-going basis. 



41. The method defined in claim 26 wherein 
the supplemental data includes an Internet address. 
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42. The method defined in claim 26 wherein 
the supplemental data includes an Internet address and 
wherein the interactive television program guide 
displays an information screen in which the Internet 
address is included as a link. 

43. The method defined in claim 26 wherein 
the supplemental data includes real-time data and 
wherein the interactive television program guide 
displays an information screen in which the real-time 
data is displayed. 

44. The method defined in claim 2 6 wherein 
the supplemental data is displayed automatically by the 
program guide as soon as it is available. 

45. The method defined in claim 26 wherein 
the supplemental data includes biographies. 

46. The method defined in claim 26 wherein 
the supplemental data includes video clips. 

47. The method defined in claim 26 wherein 
the supplemental data includes audio clips. 

48. The method defined in claim 26 wherein 
the supplemental data includes bitmap graphics. 

49. The method defined in claim 26 wherein 
the supplemental data includes trivia information. 



- 39 - 

50. The method defined in claim 26 wherein 
the supplemental data includes advertisements. 

51. An interactive television program guide 
system in which an interactive television program guide 
is implemented on user television equipment of a 
plurality of users, comprising: 

local memory at the user television 
equipment of each user that is configured to store 
program guide data for use by the interactive 
television program guide; and 

remote memory at a location remote from 
the user television equipment that is configured to 
store supplemental data for access by the interactive 
television program guide, wherein the user takes 
actions with the user television equipment that are 
indicative of a potential upcoming need for a given 
portion of the supplemental data and the system 
automatically supplies the given portion of the 
supplemental data from the remote memory to the 
interactive television program guide in advance of the 
upcoming need based on the actions of the user. 

52. The interactive television program guide 
system defined in claim 51 further comprising a 
television distribution facility configured to 
distribute television programming to the user 
television equipment of the plurality of users, wherein 
the remote memory is located in the television 
distribution facility. 
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53. The interactive television program guide 
system defined in claim 51 further comprising: 

a television distribution facility 
configured to distribute television programming to the 
user television equipment of the plurality of users, 
wherein the remote memory is located at the television 
distribution facility; and 

a main facility configured to provide 
the supplemental data to the remote memory and 
configured to provide the program guide data to the 
television distribution facility for redistribution to 
the local memory, 

54. The interactive television program guide 
system defined in claim 51 wherein the program guide 
data includes television program listings and wherein 
the supplemental data includes detailed program 
descriptions for at least some of the television 
program listings, the system further comprising a 
television distribution facility in which the remote 
memory is located. 

55. The interactive television program guide 
system defined in claim 51 wherein the program guide 
data stored in the local memory can be accessed more 
rapidly with the interactive television program guide 
than the supplemental data stored in the remote memory. 

56. The interactive television program guide 
system defined in claim 51 wherein the program guide 
data includes television program listings and wherein 
the supplemental data includes detailed program 
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descriptions for at least some of the television 
program listings, the system further comprising a 
television distribution facility in which the remote 
memory is located, wherein the television program 
listings can be accessed more rapidly with the 
interactive television program guide than the detailed 
program descriptions. 

57. The interactive television program guide 
system defined in claim 51 wherein: 

the user takes actions with the 
interactive television program guide that are 
indicative of a potential upcoming need for a given 
portion of the supplemental data; and 

the system is configured to 
automatically supply the given portion of the 
supplemental data to the interactive television program 
guide in advance of the upcoming need based on the 
actions of the user with the interactive television 
program guide. 

58. The interactive television program guide 
system defined in claim 51 wherein: 

the user takes actions with the 
interactive television program guide that are 
indicative of a potential upcoming need for a given 
portion of the supplemental data; and 

the system is configured to 
automatically supply the given portion of the 
supplemental data to the interactive television program 
guide in advance of the upcoming need based on the 
actions of the user with the interactive television 



- 42 - 

program guide, wherein the actions of the user with the 
interactive television program guide involve viewing 
certain program listings. 

59. The interactive television program guide 
system defined in claim 51 wherein the actions of the 
user involve tuning to certain television programs. 

60. The interactive television program guide 
system defined in claim 51 wherein the supplemental 
data includes an application or application extension. 

61. The interactive television program guide 
system defined in claim 60 wherein the application or 
application extension is a user-selectable option. 

62. The interactive television program guide 
system defined in claim 60 wherein the application or 
application extension is launched automatically by the 
program guide. 

63. The interactive television program guide 
system defined in claim 51 wherein the supplemental 
data includes real-time information. 



64. The interactive television program guide 
system defined in claim 63 wherein the real-time 
information is overlaid on the television program by 
the program guide on an on-going basis. 
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65. The interactive television program guide 
system defined in claim 51 wherein the supplemental 
data includes an Internet address. 

66. The interactive television program guide 
system defined in claim 51 wherein the supplemental 
data includes an Internet address and wherein the 
interactive television program guide displays an 
information screen in which the Internet address is 
included as a link. 

67. The interactive television program guide 
system defined in claim 51 wherein the supplemental 
data includes real-time data and wherein the 
interactive television program guide displays an 
information screen in which the real-time data is 
displayed. 

68. The interactive television program guide 
system defined in claim 51 wherein the supplemental 
data is requested with the interactive television 
program guide on-demand by user actions with the 
interactive television program guide. 

69. The interactive television program guide 
system defined in claim 51 wherein the supplemental 
data is displayed automatically by the program guide as 
soon as it is available. 

70. The interactive television program guide 
system defined in claim 51 wherein the supplemental 
data includes biographies. 
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71. The interactive television program guide 
system defined in claim 51 wherein the supplemental 
data includes video clips. 

72. The interactive television program guide 
system defined in claim 51 wherein the supplemental 
data includes audio clips. 

73. The interactive television program guide 
system defined in claim 51 wherein the supplemental 
data includes bitmap graphics. 

74. The interactive television program guide 
system defined in claim 51 wherein the supplemental 
data includes trivia information. 

75. The interactive television program guide 
system defined in claim 51 wherein the supplemental 
data includes advertisements. 

76. A method for using an interactive 
television program guide system in which an interactive 
television program guide is implemented on user 
television equipment of a plurality of users, the user 
television equipment containing local memory configured 
to store program guide data for use by the interactive 
television program guide and the system having remote 
memory at a location remote from the local memory, the 
remote memory being configured to store supplemental 
data for access by the interactive television program 
guide, comprising: 
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accessing the program guide data stored 
in the local memory with the interactive television 
program guide; and 

accessing the supplemental data stored 
in the remote memory with the interactive television 
program guide, wherein when the user takes actions with 
the user television equipment that are indicative of a 
potential upcoming need for a given portion of the 
supplemental data, the system automatically supplies 
the given portion of the supplemental data from the 
remote memory to the interactive television program 
guide in advance of the upcoming need based on the 
actions of the user. 

77. The method defined in claim 76 wherein 
the interactive television program guide system 
comprises a television distribution facility, the 
method further comprising: 

distributing television programming 
using the television distribution facility to the user 
television equipment of the plurality of users, wherein 
the remote memory is located in the television 
distribution facility. 

78. The method defined in claim 76 further 
comprising : 

distributing television programming 
using the television distribution facility to the user 
television equipment of the plurality of users, wherein 
the remote memory is located in the television 
distribution facility; and 
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providing, using a main facility, the 
supplemental data to the remote memory and the program 
guide data to the television distribution facility for 
redistribution to the local memory. 

79. The method defined in claim 76 wherein 
the program guide data includes television program 
listings and wherein the supplemental data includes 
detailed program descriptions for at least some of the 
television program listings. 

80. The method defined in claim 76 wherein 
the program guide data stored in the local memory can 
be accessed more rapidly with the interactive 
television program guide than the supplemental data 
stored in the remote memory. 

81. The method defined in claim 76 wherein 
the program guide data includes television program 
listings and wherein the supplemental data includes 
detailed program descriptions for at least some of the 
television program listings, the method further 
comprising : 

accessing the television program 
listings more rapidly with the interactive television 
program guide than the detailed program descriptions. 

82. The method defined in claim 76 wherein 
the user takes actions with the interactive television 
program guide that are indicative of a potential 
upcoming need for a given portion of the supplemental 
data, the method further comprising: 
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configuring the system to automatically 
supply the 'given portion of the supplemental data to 
the interactive television program guide in advance of 
the upcoming need based on the actions of the user with 
the interactive television program guide, 

83. The method defined in claim 7 6 wherein 
the user takes actions with the interactive television 
program guide that are indicative of a potential 
upcoming need for a given portion of the supplemental 
data, the method further comprising: 

configuring the system to automatically 
supply the given portion of the supplemental data to 
the interactive television program guide in advance of 
the upcoming need based on the actions of the user with 
the interactive television program guide, wherein the 
actions of the user with the interactive television 
program guide involve viewing certain program listings. 

84. The method defined in claim 76 wherein 
the actions of the user involve tuning to certain 
television programs. 

85. The method defined in claim 76 wherein 
the supplemental data includes an application or 
application extension. 



86. The 
the application or 
selectable option . 



method defined in claim 85 
application extension is a 



wherein 



user- 
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87. The method defined in claim 85 wherein 
the application or application extension is launched 
automatically by the program guide. 

88. The method defined in claim 7 6 wherein 
the supplemental data includes real-time information. 

89. The method defined in claim 88 wherein 
the real-time information is overlaid on the television 
program by the program guide on an on-going basis. 

90. The method defined in claim 76 wherein 
the supplemental data includes an Internet address. 

91. The method defined in claim 7 6 wherein 
the supplemental data includes an Internet address and 
wherein the interactive television program guide 
displays an information screen in which the Internet 
address is included as a link. 

92. The method defined in claim 76 wherein 
the supplemental data includes real-time data and 
wherein the interactive television program guide 
displays an information screen in which the real-time 
data is displayed. 

93. The method defined in claim 76 wherein 
the supplemental data is requested with the interactive 
television program guide on-demand by user actions with 
the interactive television program guide. 
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94. The method defined in claim 7 6 wherein 
the supplemental data is displayed automatically by the 
program guide as soon as it is available. 



95. The method defined in claim 7 6 wherein 
the supplemental data includes biographies. 

96. The method defined in claim 76 wherein 
the supplemental data includes video clips. 

97. The method defined in claim 76 wherein 
the supplemental data includes audio clips. 

98. The method defined in claim 76 wherein 
the supplemental data includes bitmap graphics. 

99. The method defined in claim 76 wherein 
the supplemental data includes trivia information. 



100. The method defined in claim 76 wherein 
the supplemental data includes advertisements. 
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Abstract of the Disclosure 

An interactive television program guide 
system is provided in which data that must be available 
quickly to the user is stored locally in a receiver 
5 whereas data that is not readily needed but available 
on-demand is stored remotely where mass storage is 
available. Locally-stored data may include frequently- 
requested information that the user needs quick access 
to. Supplemental information stored remotely may 

10 include information for which a slight delay following 
a request for a particular item of information by the 
user is acceptable. The program guide may display 
locally-stored information either continuously as the 
user is browsing the guide or as soon as the user 

15 requests it. The program guide may request 

supplemental information that is stored remotely when 
the user requests it or as soon as it is clear the user 
may want to view it. Accordingly, the program guide 
may anticipate which information the user will need and 

20 may store it locally in advance of the user actually 
requesting it, thereby reducing any delays in viewing 
the information . 
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DECLARATION AND POWER OF ATTORNEY 

As a below named inventor, I hereby declare that: 

My residence, post office address and citizenship are 
as stated below next to my name; 

I believe I am an original, first and sole inventor (if 
only one name is listed below) or an original/ first 
and joint inventor (if plural names are listed below) 
of the subject matter which is claimed and for which a 
patent is sought on the invention entitled: 

INTERACTIVE TELEVISION PROGRAM GUIDE 
WITH ON-DEMAND DATA SUPPLEMENTATION 

the specification of which 

[X] is attached hereto 

[ ] was filed on as 

Application Serial No. . 

I hereby state that I have reviewed and understand the 
contents of the above-identified specification, 
including the claims. 

I do not know and do not believe that the invention was 
ever patented or described in any printed publication 
in any country before my or our invention thereof or 
more than one year prior to this application. 

I do not know and do not believe that the invention was 
in public use or on sale in the United States of 
America more than one year prior to this application. 

I acknowledge the duty to disclose to the United States 
Patent and Trademark Office all information known by me 
to be material to patentability as defined in Title 37, 
Code of Federal Regulations, § 1.56. 

I hereby claim foreign priority benefits under Title 
35, United States Code, § 119 (a) -(d) of any foreign 
application (s) for patent or inventor's certificate 
listed below and have also identified below any foreign 
application for patent or inventor's certificate having 
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a filing date before that of the application on which 
priority is claimed: 

Prior Foreign Application ( s ) 

Priority 
Claimed 

[ ] [ ] 

(Number) (Country) (Filing Date) Yes No 

I hereby claim the benefit under Title 35, United 
States Code § 119(e) of any United States provisional 
application (s) listed below. 

60/088, 887 June 11, 1998 

(Application Serial No.) (Filing Date) 

I hereby claim the benefit under Title 35, United 
States Code, § 120 of any United States application ( s ) 
listed below and, insofar as the subject matter of each 
of the claims of this application is not disclosed in 
the prior United States application in the manner 
provided by the first paragraph of Title 35, United 
States Code, § 112, I acknowledge the duty to disclose 
to the United States Patent and Trademark Office all 
information known by me to be material to patentability 
as defined in Title 37, Code of Federal Regulations, 
§ 1.56 which became available between the filing date 
of the prior application and the national or PCT 
international filing date of this application: 



(Application (Filing Date) (Status) (patented, 
Serial No.) pending, abandoned) 

As a named inventor, I hereby appoint the following 
attorneys or agents to prosecute this application and 
transact all business in the United States Patent and 
Trademark Office connected therewith: 

Robert C. Morgan, Reg. No. 30,199 

Joseph M. Guiliano, Reg. No. 36,539 

G. Victor Trevz, Reg. No. 36,294 

Send correspondence to: G. Victor Trevz 

FISH & NEAVE 

1251 Avenue of the Americas 
New York, New York 10020-1104 
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Direct telephone calls to: G. Victor Treyz 

(212) 596-9000 

I hereby declare that all statements made herein of my 
own knowledge are true and that all statements made on 
information and belief are believed to be true; and 
further that these statements were made with the 
knowledge that willful false statements and the like so 
made are punishable by fine or imprisonment, or both, 
under Section 1001 of Title 18 of the United States 
Code and that such willful false statements may 
jeopardize the validity of the application or any 
patent issued thereon. 

Full name of first inventor Michael D. Ellis 

First Inventor's signature ^P<^>><^r ^Uff 

Date 

Residence 1300 Kingwood Place, Boulder, Colorado 80304 

Citizenship United States __ 

Post Office Address 1300 Kingwood Place, Boulder, 

Colorado 80304 



Full name of second inventor Franklin E. Bover 
Second Inventor's signature 



Date 



Residence 191 Lake Shore Drive, Cleveland, Oklahoma 

74020 

Citizenship United States 

Post Office Address 191 Lake Shore Drive, Cleveland, 
Oklahoma 7 4 020 
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Full name of third inventor Thomas R. Lemmons 



Residence Route 2, Box 117 8, Sand Springs, Oklahoma 

74063 

Citizenship United States 

Post Office Address Route 2, Box 1178, Sand Springs, 
Oklahoma, 74063 



Third Inventor's signature 




Date 



